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SECTION 1: PRODUCT AND COMPANY IDENTIFICATION 
 
PRODUCT NAME:  TAB Motive Lithium battery  
PRODUCT CODES:  See TABLE 1 
CHEMICAL NAME:  Lithium Iron Phosphate 
CHEMICAL FAMILY:  Lithium Ion 
CHEMICAL FORMULA:  LiFePO4 
PRODUCT USE:  Electrical 
MANUFACTURER:  TAB d.d 
ADDRESS:   Polena 6 
2392 Mežica  
Slovenia 
PHONE:   +386 (0) 31357815 
e-MAIL:   sds@tab.si  
 
EMERGENCY PHONE: In case of emergency call 112. 
 

Battery Type Voltage (V) Capacity (Ah) 

L5.1 51,2V 100 
 

SECTION 8: EXPOSURE CONTROLS/PERSONAL PROTECTION 
RESPIRATION PROTECTION: Not necessary under conditions of normal use. In case of 
battery venting or rupture, use a self-contained full-face respiratory mask. 
EYE PROTECTION: Not necessary under conditions of normal use. In case of battery 
rupture or leakage, use safety goggles. 
SKIN/HAND PROTECTION: Not necessary under conditions of normal use. In case of 
battery rupture or leakage, wear rubber apron and Viton rubber gloves. 

SECTION 9: PHYSICAL AND CHEMICAL PROPERTIES 
Physical State: Solid Odour Type: Odourless 

Appearance: Battery Odour Threshold: N.A. 

pH: N.A. Evaporative Rate: (n-Butyl Acetate = 1) N.A. 

Relative Density: N.A. Auto Ignition Temperature (°C): N.A. 

Boiling Point: N.A. Flammability Limits (%): N.A. 

Melting Point: N.A. Vapor Pressure: (mm Hg @ 20 °C) N.A. 

Viscosity: N.A. Vapor Density: (Air = 1) N.A. 

Oxidizing Properties: N.A. Solubility in Water: Insoluble 

Flash Point and Method (°C) N.A. Water/ Oil distribution coefficient: N.A. 
 

SECTION 10: STABILITY AND REACTIVITY 
STABILITY: Stable 
CONDITIONS TO AVOID: Heating, mechanical and electrical abuse. 
HAZARDOUS DECOMPOSITION PRODUCTS: Toxic Fumes  
HAZARDOUS POLYMERIZATION: N/A 
INCOMPATIBILITY (MATERIALS TO AVOID): If leaked, forbidden to contact with strong 
oxidizers, mineral acids, strong alkalis, halogenated hydrocarbons. 

SECTION 2: HAZARDS IDENTIFICATION 
HEALTH HAZARD (ACUTE AND CHRONIC) 
These chemicals are contained in a sealed can. Risk of exposure only occurs if battery is 
mechanically, thermally, or electrically abused. Contact of electrolyte and extruded lithium 
with skin and eyes should be avoided. 
SIGNS/SYMPTOMS OF EXPOSURE 
A shorted lithium battery can cause thermal and chemical burns upon contact with the skin. May 
be a reproductive hazard. 

SECTION 11: TOXICOLOGICAL INFORMATION 
Inhalation, skin contact, and eye contact are possible when the battery is opened. 
Exposure to internal contents, the corrosive fumes will be very irritating    to skin, eyes, and 
mucous membranes. Overexposure can cause symptoms of non-fibroid lung injury and 
membrane irritation. 

SECTION 12: ECOLOGICAL INFORMATION 
When properly used or disposed, the batteries do not present environmental hazard. 

SECTION 3: COMPOSITION/INFORMATION ON INGREDIENTS 
 

Chemical composition Molecular formula CAS No. Weight (%) 

Lithium Iron Phosphate LiFePO4 15365-14-7 30~33,2  

Graphite  C24X12 7782-42-5 13,5~15,6 

Copper Cu 7440-50-8 8,74~16,1 

Aluminium Al 7429-90-5 4,1~12,4;  

Polyvinylidene Fluoride (PVDF) (C2H2-CF2)n 24937-79-9 1,2 

Styrene-Butadiene Rubber 
(SBR) 

(C8H8 C4H6)x 9003-55-8 0,5 

Separator – polypropylene (C3H6)n 9003-07-0 2~3,9 
 

SECTION 13: DISPOSAL CONSIDERATIONS 
WASTE DISPOSAL METHOD: Recycling is encouraged. Dispose of in accordance with 
local, state, and federal laws and regulations. 
USA: Dispose of in accordance with local, state, and federal laws and regulations. 
Canada: Dispose of in accordance with local, state, and federal laws and regulations. 
EC: Dispose of in accordance with relevant EC Directives. 

SECTION 14: TRANSPORT INFORMATION 
The used battery cell passed the test UN38.3, according to the report: 
TCT201009B022 from 23.10.2020 
SHIPPING BY ROAD: 
ADR proper shipping name: Lithium Ion Batteries 

SECTION 4: FIRST AID MEASURES 
This information is of relevance only if the battery is broken and this results in a direct 
contact with the ingredients. 
EYES: 
Flush affected eye with lukewarm water for at least 30 minutes. Seek medical attention. 
SKIN: 
Flush affected area with lukewarm water at least 30 minutes If irritation or pain persists, seek 
medical attention. 
INGESTION: 
Move victim to fresh air and remove source of contamination from area. Seek medical attention. 
INHALATION: 
Move victim to fresh air and remove source of contamination from area. Seek medical attention. 

Class: 9 
UN no.: 3480 
SHIPPING BY SEA: 
IMDG proper shipping name: Lithium Ion Batteries 
Class: 9 
UN no.: 3480 
The goods shall be complied with the requirements of Section IA of Packaging 
Instructions 965 or Section I of Packaging Instructions DGR Manual od IATA (2022 
Edition) and IMDG CODE 2020 Edition, including passing of the UN38.3 test. 

SECTION 5: FIRE-FIGHTINH MEASURES 
EXTINGUISHING MEDIA: Water, dry chemical powder, carbon dioxide (CO2) and foam are 
most effective to extinguish a battery fire. 
FIRE-FIGHTING PROCEDURES: Wear full protective gear, including self- contained breathing 
apparatus. 
UNUSUAL FIRE AND EXPLOSION HAZARDS: Battery may vent when subjected to excessive 
heat-exposing, fire or over voltage condition. 
HAZARDOUS COMBUSTION PRODUCTS: Carbon monoxide, carbon dioxide, lithium oxide 
fumes. 

SECTION 15: REGULATORY INFORMATION 
EC Classification for the Substance/ Preparation: 
Symbol: This product is not classified as dangerous according to Directive 1999/45/EC 
and its amendments. 
Hazard statements (H-statements): None 
Precautionary statements (P-statements): P102 - Keep out of reach of children. 

SECTION 16: ADDITIONAL INFORMATION 
THE INFORMATION ABOVE IS BELIEVED TO BE ACCURATE AND REPRESENTS THE BEST 
INFORMATION CURRENTLY AVAILABLE TO US. HOWEVER, TAB LI-ION BATTERY MAKES 
NO WARRANTY OF MERCHANTABILITY OR ANY OTHER WARRANTY, EXPRESSED OR 
IMPLIED, 

SECTION 6: ACCIDENTIAL RELEASE MEASURES 
The material contained within the batteries is only expelled under abusive conditions. Use a 
shovel and cover battery with sand or vermiculite, place in an approved container and 
dispose in accordance with section 13. 
STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED: 
If the battery material is released, remove personnel from the area until fumes dissipate. 
Provide maximum ventilation to clear out hazardous gases. Leave the area and allow the 
batteries to cool end vapours to dissipate.  Avoid skin and eye contact or inhalation of 
vapours. 

WITH RESPECT TO SUCH INFORMATION, AND WE ASSUME NO LIABILITY RESULTING 
FROM ITS USE. USERS SHOULD MAKE THEIR OWN INVESTIGATIONS TO DETERMINE 
THE SUITABILITY OF THE INFORMATION FOR THEIR PARTICULAR PURPOSES. ALTHOUG 
REASONABLE PRECAUTIONS HAVE BEEN TAKEN IN THE PREPARATION OF THE DATA 
CONTAINED 
HEREIN, IT IS OFFERED SOLELY FOR YOUR INFORMATION, CONSIDERATION AND 
INVESTIGATION. THIS MATERIAL SAFETY DATA SHEET PROVIDES GUIDELINES FOR THE 
SAFE HANDLING AND USE OF THIS PRODUCT; IT DOES NOT AND CANNOT ADVICE ON 
ALL POSSIBLE SITUATIONS, THEREFORE, YOUR SPECIFIC USE OF THIS PRODUCT 
SHOULD BE EVALUATED TO DETERMINE IF ADDITIONAL PRECAUTIONS ARE REQUIRED. 

SECTION 7: HANDLING AND STORAGE 
HANDLING: Do not expose battery or cell to extreme temperatures or fire. Do not 
disassemble, crush, or puncture battery. 
STORAGE: Insulate positive and negative terminals to avoid short circuit. Avoid mechanical 
or electrical abuse. Store in cool, dry, and ventilated area, which is subjected to little 
temperature changes. Storage at high temperatures should be avoided. Do not place the 
battery near heating equipment, nor expose to direct sunlight for long periods. 

  


